
THE PROJECT

Due to the incr easing number of cruise ships visiting the por t, Venezia

Terminal Passegeri S.p.A initiated in 2005 a pr ocess of expansion and

modernization of their ter minal facilities. TEAM was contracted in August

2007 to design and deliver a passenger boarding bridge for the cr uise

ter minal on the Tagliamento quay, capable to move along the whole quay

with a total length of 430 meter s.

EL PROYECTO

Debido al crecimiento del número de cruceros que visitan el puerto ,

Venecia Terminal Passegeri S.p.A inició en 2005 un cuidadoso proceso de

expansión y modernización de las instalaciones en las terminales de

pasajeros. En Agosto 2007 TEAM fue contr atado par a diseñar y entregar

una pasarela de embarque de pasajeros para la ter minal de cruceros en

el muelle Tagliamento, con la capacidad de movilidad en dicho muelle con

una longitud total de 430 metr os.

Passenger Boarding Bridge HYDRAMZ7

THE CLIENT

Name: Venezia Terminal Passeggeri S.p.A

Solution: Passenger Boarding Bridge “HYDRAMZ7”

Project time: August 2007 – March 2008

Location: Banchina Tagliamento quay

EL CLIENTE

Nombre: Venezia Terminal Passeggeri S.p.A

Solución: Pasarela de embarque de pasajeros “HYDRAMZ7”

Duración del pro yect o: Agosto 2007 – Marzo 2008

Localización: Muelle de Banchina Tagliamento
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Pasarela de embarque de pasajeros HYDRAMZ7

TECHNICAL FEATURES

Single str uctur e movable passenger boarding bridge configured

parallel to the ship. Includes glass mounted tunnels, either in a U or Z

shape,allowing access from a terminal to a vessel (and vice versa) and

equipped with lifting f rames which allow the cabin to service various

heights and horizontal locations of ship doors whilst maintaining the

inclination of the tunnels within the established r ange. The clearance

under the passenger boar ding bridge will allow for continuous tr uck,

equipment and supplies traf f ic on the quayside. The boarding bridge

moves along the wharf by means of rails and solid bogies, can serve

any cruise ship calling on the port and is compliant with international

safety and securit y standards.

CARACTERISTICAS TÉCNICAS

Pasarela de embarque de pasajeros constituida por una monoestr uc-

tur a autopor tante f ormada por tr es pórticos electr omecánicos  que

permiten la variación de altura de los dos túneles acristalados por la

que está f ormada. Desde la cabina móvil una rampa telescópica se

extiende para proporcionar un acceso directo a la puerta de entr ada

de los cruceros y por la parte del edif icio una rampa permite la cone-

xión con el edificio a diferentes niveles. La pasarela está equipada con

un sistema de tr acción combinado de rail y ruedas que proporciona

movilidad a lo largo del muelle. La altura de 4,5 metros permite que

vehículos de todo tipo puedan circular por debajo de la constr ucción.
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T H E  B OA R D I N G CO M PA N Y

HYDRA MZ7

Service Height (on pier) 11,5 / 2,5

Maximum slope 12,5%

Auto - levelling system

Power source:Electrical

Three gantries electromechanical lifted

Telescopic boarding pod,hydraulic

Electromechanical movement,combination

of rails and bogies

HYDRA MZ7

Altura Servicio (sobre muelle) 11,5 / 2,5

Pendiente máxima 12,5%

Sisitema auto nivelación

Sistema de Potencia:Eléctrico

Elevación electromecánica por tres pórticos

Rampa atraque hidráulica

Traslación pasarela electromecánica,combi-

nación de raíl y rueda.
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